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Easy connection of Features
model AL type 20 - One hand operation allows fast and easy connection and disconnection.
« This series can be connected to AL type20 plugs.
+ Sockets have automatic shut-off valve; fluid in the socket does not run out on
disconnection.

Cautions
+ Not interchangeable with AL type40.

« Fluid should flow from socket to plug.

- Packing material should be selected for the applicable fluid.

« Scraps of the seal tape and dust cause fluid leakage. Be careful not to stick them on
the couplings.

+ Do not impact, hit, pull or bent. Do not dismantle. It causes damage to the couplings.

=) Fluid flow direction
Fluid should flow from socket to plug.

H1
STEEL , : Hz
(Chrome-plated) | Jax i R ] ©
SOCKET
| L 5 SA-SB L
SH(HOSG nipple) L (Polyurethane tube connection)
Hose Dimensions (mm) Weight Hose size Dimensions(mm) Weight
Model I cize| L [oD[ S [ C | ¢ [oB] 0T | @ Model  fionxein] L [ oD | Hi | Ho | ¢ | 0B | ®
CAT22SH ]/4 755|265 19 215 30| b5 9 |106 CAT21SA 8xb |605|265| 19 | 14 | 15| 4 | 98
CAT23SH 8/8 795|265 19 215/ 34 | 75|11.3|108 CAT22SA 9x6 [625|265| 19 | 17 | 17 |48 |115
CAT24SH ]/2 815265 19 215 36| 9 | 15 |120 CAT22SB | 10x65(625(265| 19 | 17 | 17 | 653|114
CAT23SA | 12x8 |655(265| 19 | 19 | 20 | 7 |124
CAT23SB |125x85(64.5(26.5| 19 | 19 | 19 | 7 |121
CAT24SA | 16x11|695|265| 23 | 24 | 25 | 10 | 166
H1
H2
O|mf : () mT] O
- 3 SAR-SBR ~S=] 2]
T/S (Polyurethane tube connection & 4
SM(I\/IaIe thread) L Rotary type) L
Connection Dimensions (mm) Weight Hose size Dimensions(mm) Weight
Model  sizem | | [ oD | s | c | o8B | @ Model  fonxein] L [oD | Hi | He | ¢ | 0B | @
CAT22SM F%]/4" 5865|265 | 19 | 215 7 103 CAT22SBR | 10x65| 67 |265| 19 | 17 | 17 | 5.3 |124
CAT23SM F%3/8" 595|265 | 19 | 215 8 |110 CAT23SAR | 12x8 | 70 |265| 19 | 19 | 20 | 7 |134
CAT24SM R]/g" 615|265 | 22 25 9 |129 *Option
T Rotary mechanism
3 Rotary mechanism is designed to revolve freely and
to avoid the twist in tube.
o ﬁ [m]
S b
SF(Female thread) i L
Connection Dimensions(mm) Weight
Model size(T) L oD S C (g)
CAT22SF Rc1/4" 585 26.5 19 215 |104
CAT23SF Rc3/8" 5385 26.5 21 24 1104
CAT24SF Rc1/2" 5.5 26.5 29 335 |143

*Please read “User safety guide” before operation.
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Steel Single valve  Nitrile rubber Air

STEEL (Chrome-plated)
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Lock mechanism prevents unexpected
disconnection of socket and plug!

Lock mechanism
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Push to connect the plug
into socket.

When the lock-ball is out of
ditch by turning the sleeve,
the socket and plug are
completely connected.
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H2
omf] : =)
SAL-SBL N
(Polyurethane tube connection & Lock type)
Model Hose size Dimensions (mm) Weight

#0D.X0lD| L | ®D | Hi | Ho | 2 | oB | B

CAT21SAL| 8x5 (605|265 19 | 14 | 15 | 4 | 98

CAT22SAL| 9x6 (625|265 19 | 17 | 17 |48 |115

(Chrome-plated)
SOCKET et 1 ©
SHL L s
(Hose nipple & Lock type) L
Hose Dimensions (mm) Weight
Model | 'cioe| L [oD| S | C | ¢ |oB|oT| @
CAT22SHL ]/4 75.5|26.5| 19 |21.5/ 30| 5 9 106
CAT23SHL 3/8 795|265 19 |21.5] 34 | 75|11.3|108
CAT24SHL | |5 [815/265 19 [215/ 36| 9 | 15 120
*(Option
O|mf] : [a)
SML
T/S
(Male thread & Lock type) L
Connection Dimensions (mm) Weight
Model "sizeM | | [ oD | s | G | oB | @
CAT22SML Fﬂ/4" 585 | 26.5 19 | 215 7 103
CAT23SML| R3g" | 595|265 | 19 ([ 215| 8 |110
CAT24SML| R!% | 615|265 | 22 | 25 | 9 |129
*Option
T
&) : o)
SFL s
(Female thread & Lock type)
Connection Dimensions(mm) Weight
Model - Fsize(m) || oD s c | @®
CAT22SFL | Rcl4' | 535 | 265 19 | 215 [104
CAT23SFL RC%" SELS) 26.5 21 24 104
CAT24SFL RC]/E" 955 26.5 29 33.5 |143

*Option

CAT22SBL | 10x65/625(26.5| 19 | 17 | 17 | 53 |114

CAT23SAL | 12x8 (655|265 19 | 19 | 20 | 7 |124

CAT23SBL |125x85/64.5|26.5| 19 | 19 | 19 | 7 |12]

CAT24SAL | 16x11/69.5|26.5| 23 | 24 | 25 | 10 | 166

*Option



Specifications

Vg’ Vg 38 Ve
BA 8A 10A 15A
Steel(Chrome-plated)
Female thread. Male thread, Hose nipple, Polyurethane tube connection

Nitrile rubber(NBR) : —20TC~+80T

1.0MPa
1.5MPa
Air

*1 By the environment of one's using, it has a case that the appropriate temperature differs from this table. Continuous use by above minimum/maximum

temperature causes a leakage and so on.
*2 Above characteristics are standard, O-ring durability depends on the temperature of fluid, kinds of chemicals and viscosity.

Flow’s smallest area Unit (mm2)

16 13 16 12.5 16 16 16 16 16 16 16
13 13 13 12.5 13 13 13 13 13 13 13
16 13 42 12.5 21 42 18 22 42 38 42
12.5 12.5 125 12.5 12.5 125 12.5 12.5 12.5 12.5 12.5
16 13 21 12.5 21 21 18 21 21 21 21
16 13 38 12.5 21 38 18 22 38 38 38
16 13 42 12.5 21 42 18 22 42 38 42
16 13 18 12.5 18 18 18 18 18 18 18
16 13 22 12.5 21 22 18 22 22 22 22
16 13 42 12.5 21 42 18 22 42 38 42
16 13 38 12.5 21 38 18 22 38 38 38
16 13 42 12.5 21 42 18 22 42 38 42
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