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CH TYPE Polyurethane coil tube with couplings

Flexible and light weight

Products number guide

poly
the operation efficiency.

Dimensions chart

coil tube imp!

CCH1208-'5 -
Tube model
Tube symbol Coupling symbol
3 2.5m L AL TYPE20
5 5m LR |AL TYPE20 (Rotary type)
8 7.5m LB |AL TYPE20 (Lock type)
10 10m LRB |AL TYPE20 (Rotary & Lock type)

S AT TYPE
SR |AT TYPE (Rotary type)
SB _|AT TYPE (Lock type)
SRB_|AT TYPE (Rotary & Lock type)
X Without coupling
*For tube models, please refer to the dimensions chart as below.

Combination of coil tube and coupling

Specifications

Cautions

Polyurethane
—20TC~+60T

* Please check the twist in coil tube before use.
- Do not exceed the working pressure of coil tube.

+ Do not bend coil tube by force.

- Do not use coil tube in the presence of open flames.

Unit(mm)
[ Model [Tubedanetr[Senicergt[ Tote kgt A | B [ #C [Color | Plugs of
2000 | 2500 | 780 180 L LR L8 LRB S SR SB SRB | AL TYPERO"
3 4000 | 5000 [ 1000|400
CELOS0S 8x5 78000 | 7500 1230 [ 630 | 42 O O O O
8000 | 10000 | 1400 | 800
2000 | 2500 | 785 185 O O O O *Plugs are
CCH1065- 10xB6.5 4000 5000 1 1000 | 400 52 with all sockets
6000 | 7500 | 1235 | B35 Lock type O O O O in‘this ohart.
8000 | 10000 | 1400 | 800 Yellow
2000 | 2500 | 780 180
. 4000 | 5000 | 990 390 Rotary type O e IS 0
CCH1208 12x8 65
6000 | 7500 [ 1190 | 590
8000 | 10000 [ 1380 | 780
2000 | 2500 | 720 120
4000 | 5000 | 840 ] 240
“80]| 611 "8000 | 7500 [ 1000 [ 400 | '08 H
10-J 8000 | 10000 [ 1170 | 570 '
L Fillin the coupling symbol. | ] v
*
CCgSgOS CAL21SA - CAL21SAL - CAT21SA - CAT21SAL - CAL21PA
*Dimensions A, B and C are
approximation for your reference.
CCH1065 * * * * x
10x6.5 | CAL22SB | CAL22SBR | CAL22SBL |CAL22SBRL| CAT22SB | CAT22SBR | CAT22SBL |CAT22SBRL| CAL22PB
GCHI1208| () o35n | CAL23SAR | CAL23SAL |CAL23SARL| CAT23SA | CAT23SAR | CAT23SAL |CAT23SARL| CALESPA
12%x8
*
C(]Jg)lqep CAL24SA - CAL24SAL - CAT24SA - CAT24SAL - CAL24PA
*Option

*Please read “User safety guide” before operation.
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